Environmental Specifications  

             Electrical Specifications
	Humidity

	Non condensing <50°F (10°C)

85% RH: 50° to 86°F (10° to 30°C)

70% RH: 86° to 104°F (30° to 40°C)

45% RH: 104° to 122°F (40° to 50°C)


	Altitude

	Operating - up to 200 m

Storage - 10000 m



	
	Measurement range

J-Type: -346° to +2192°F (-210° to +1200°C)

K-Type: -328° to +2498°F (-200° to +1370°C)

T-Type: -418° to +752°F (-250° to +400°C)

E-Type: -238° to +1832°F (-150° to +1000°C)

Display Resolution

0.1°F/°C < 1000°

1.0°F/°C ≥ 1000°

Measurement

Accuracy

J, K, T, and E-Type; ±[0.1% +1.0°F (0.5°C)]

[Below -148°F (-100°C): add 0.2% of reading

for J, K, and E-Type; and 0.1% of reading for T-Type]

Temperature

Coefficient

0.01% of reading 0.1°F per °F(+0.05°C per °C)

for <+64°F (+18°C) or +82°F (+28°C)

[Below -148°F (-100°C): add 0.05% of reading

for J, K, and E-type; and 0.1% of reading for T-type]

Real Time

Clock Tolerance

About 1 second per day

Temperature Scale

ITS-90 (International Temperature Scale of 1990)




