	Physical Data

	Model Number
	N4A318AKB
	N4A324AKB
	N4A330AKC
	N4A342AKA
	N4A348AKB
	N4A360AKC
	N4A336AKB

	Sound Rating (dBA)  
	72
	76
	74
	78
	80
	78
	 75  

	PSC Fan Motor HP  
	1/12
	1/10
	1/10
	1/5
	1/4
	1/4
	 1/4  

	Fan RPM (single speed)  
	1100
	1100
	1100
	1100
	1100
	800
	 1100  

	Fan CFM  
	1792
	2218
	2218
	3170
	3644
	3129
	 2954  

	Coil Face Area (ft2)  
	8.40
	8.40
	9.80
	17.25
	19.40
	12.93
	 13.13  

	Coil Rows - fins per inch  
	1 – 20
	1 – 25
	1 – 25
	1 – 25
	1 – 25
	2 – 20
	 1 – 25  

	Liquid Line Connection Size (in.)  
	3/8
	3/8
	3/8
	3/8
	3/8
	3/8
	 3/8  

	Vapor Line Connection Size (in.)  
	3/4
	3/4
	3/4
	7/8
	7/8
	7/8
	 7/8  

	Recommended Line Set Liquid Tube Diameter (in.)  
	3/8
	3/8
	3/8
	3/8
	3/8
	3/8
	 3/8  

	Recommended Line Set Vapor Tube Diameter (in.)  
	3/4
	3/4
	3/4
	7/8
	7/8
	1-1/8
	 7/8

	Factory Charge R-410A (lbs.)  
	3.50
	3.80
	4.10
	5.84
	7.00
	8.19
	 5.34  

	Required Subcooling (°F)  
	10
	10
	10
	10
	15
	13
	 14  

	Electrical Data

	Maximum OverCurrent Protective device - MOCP(amps)  
	15
	25
	25
	40
	40
	50
	 30  

	Compressor 
RLA (Rated Load Amps) LRA(Locked Rotor Amps)  
	9.0

48.0
	13.5

58.3
	12.8

64.0
	17.9

112.0
	19.9

109.0
	26.4

134.0
	 14.1

 77.0  

	Fan Motor FLA (Full Load Amps)  
	.5
	.75
	1.4
	1.1
	1.4
	1.2
	 1.4  

	[image: image1.png]™
ARI Standard 210/240
Unitary Air Conditioners




	[image: image2.png]c(UL)us
LISTED






