	ELECTRICAL CHARACTERISTICS

	ELEMENT

WATTAGE

	SINGLE PHASE OPERATION ONLY – AMPS


		120 V

	208 V

	240 V

	277 V

	480 V


	1440

	12.0

	NA

	NA

	NA

	NA


	1500

	12.5

	7.2

	6.3

	N/A

	N/A


	2000

	16.7

	9.6

	8.3

	7.2

	4.2


	2500

	20.8

	12.0

	10.4

	NA

	NA


	3000

	25.0

	14.4

	12.5

	10.8

	6.3


	4500

	NA

	21.6

	18.8

	16.2

	9.4


	6000

	NA

	28.8

	25.0

	21.7

	12.5


	

	
	RECOVERY CAPACITIES

Recovery in U.S. Gallons/Hr. (GPH) and Liters/Hr. (LPH)  at Various Temperature Rise

ELEMENT

WATTAGE

40°F

(22°C)

60°F

(33°C)

80°F

(45°C)

100°F

(56°C)

120°F

(67°C)

GPH
LPH
GPH
LPH
GPH
LPH
GPH
LPH
GPH
LPH
1440

15

55

10

37

7

28

6

22

5

18

1500

15

58

10

38

8

29

6

23

5

19

2000

20

77

14

51

10

38

8

31

7

26

2500

25

96

17

64

13

48

10

38

8

32

3000

30

115

20

77

15

58

12

46

10

38

4500

46

173

30

115

23

86

18

69

15

58

6000

61

230

41

153

30

115

24

92

20

77




