Physical Data:
	Item
	Model No. RHGL-

	
	090
	120

	Nominal Size tons [kW]
	7.5 [26]
	10 [35]

	Nominal CFM [L/s] @ Rated E.S.P.,
	3000 @ .25
	3000 @ .25 [1416 @ .062]

	in. [kPa] of water
	[1416 @ .062]
	4000 @ .30 [1888 @ .075]

	MOTOR
	Standard—3450 RPM [W] 1 Ø 1725 RPM [W] 3 Ø
	1 HP [766] 1 HP [766]
	2 HP [1491] 11/2 HP [1119]

	
	Optional— 1725 RPM [W] 3 Ø
	11/2 HP [1119]
	2 HP, 3 HP [1491, 2237]

	Blower Size—diameter & width, in.
	12 x 12
	12 x 12

	Blower Shaft Size (diameter) in.
	3/4
	3/4

	Motor Sheave Size 3450 RPM 1 Ø
	1.9-2.9 [48-74]
	2.4-3.2 [61-81]

	Adjustment (std.) in. [mm] 1725 RPM 3
	3.4-4.4 [86-112]
	4.0-5.0 [102-127]

	Coil Face Area, sq. feet [m2]
	10.2 [.95]
	10.2 [.95]

	Coil Tube Diameter in.
	3/8
	3/8

	Coil, Rows Deep—Fins Per Inch
	3/15
	4/15

	Refrigerant Control—Thermal Expansion Valves (Quantity)
	BBIZE-3-GA (2)
	CBBIZE-5-GA (2)

	Filter Size, in. (Num. Required) Disposable*
	16 x 25 x 1 (4)
	16 x 25 x 1 (4)

	Cabinet: Finish
	Powder Paint
	Powder Paint

	Sheet Metal
	Galvanized
	Galvanized

	Gauge (nominal)
	
	

	Top
	18
	18

	Sides
	16
	16

	Bottom
	18
	18

	Doors and Covers
	20 min.
	20 min.

	Unit Weights: Operating (Lbs.) [Kg]
	330 [150]
	347 [157]

	Shipping (lbs.) [kg]
	350 [159]
	367 [166]

	Packaged Dimensions: (H x W x L)
	31-1/2" x 56" x 571/4"
	31-1/2" x 56" x 571/4"


Electrical Data Table
	Air Handler Motor
	Rating

Plate

Amps
	Motor

LRA
	Minimum

Circuit

Ampacity
	Recommended Minimum cu

Wire size (3% VOLTAGE 75°C DROP) MAX. Run In Feet
	Max.

Fuses

Breakers

	HP [W]
	Volts
	Phase
	
	
	
	
	

	1 [746]
	115-230
	1Ø
	16/8
	96/48
	20/15
	#12/120 #14/180
	20/15

	2 [1491]
	115-230
	1Ø
	24/12
	144/72
	30/15
	#10/140 #14/120
	30/15


Unit Dimensions

	Model
	Refrigerant Stub Sizes, in
	Corner Wights, lbs

	
	Dual Liq.
	Dual Suc.
	Single Liq.
	Single Suc.
	Total Weight

	090
	1/2, 1/2
	7/8, 7/8
	1/2
	1-1/8
	330

	120
	1/2, 1/2
	7/8, 7/8
	5/8
	1-3/8
	347


*Unit will accept 2" [51 mm] filters.

NOTE: If a factory accessory heater kit is not used, a field supplied fan contactor is required and should have a 24 volt coil with contacts rated to handle the evaporator motor FLA at desired voltage. A factory supplied 30 Amp 3 Pole or 30 Amp 2 
Pole contactor may be purchased from the Parts Department.

